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Technical Specifications

Dimensions & Weights
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Size

Amplifier Weight

Power Supply

120 x 89 X 40 mm

250 g (approx)

Power

4 - AA batteries

Duration

Up to 72 hours

Performance

= 1000MQ

Input Impedance

Noise level

CMRR

Resistance polarization voltage

Frequency characteristics
Channel Configuration

Sampling Frequency

Precision Sampling Resolution
Digital Low-pass Filter Control
Digital Time Constant Control

Amplification

Functions

1. Routine EEG

2. Long-term EEG Monitoring

AEEG Amplifier Features

AEEG Amplifier Features

Integrated Functions:

Displays:

Accessories
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System Key Features
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+ 300mV

0.5Hz = 10KHz, error of +5% ~ -30%

16/24/32/64 channel EEG, where 8 channels can custom

functionality: EEG. ECG. Eye movement, etc.

128Hz, 256Hz, 512Hz, 1KHz, 2KHz, 4KHz, 8KHz

16/24bit

15Hz, 30Hz, 40Hz, 60Hz, 120Hz, 250Hz, 1KHz, 2KHz, etc.

0.01s, 0.02s, 0.03s, 0.1s, 0.2s, 0.35, 15, 25, 35, elc.

1 - 10,000 times
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Software Features

Acquisition & Settings

Map Analysis
Compatatively Rulerpt
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Replay & Analysis

Got a query for Neuro Style Product or Services?

NEUROSTYLE
Meurehogical & Heureamuidular devioes
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